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TECHNICAL SPECIFICATIONS

High efficiency COB LED
Front: 250/500 lumen (step 1/2)
Top: 150 lumen
5h/2.5h/5h operating time 
(step front1/2/top)
2-3h charging time
3.8V 3000mAh Li-ion battery.
IP65
433g
46 x 28 x 230mm

SFL501R
500lm rechargeable straight folding LED work light

High Efficiency LED
•   Dual light source – front COB LED and top high power LED

•   COB LED provides 50% and 100% brightness

•   Top high power LED lamp can be used as a flashlight for narrow work areas

Brightness Memory Function
•   Setting is recorded after 5 seconds of activation

•   Recorded setting is recalled next time the device is activated

Multi-Functional Design
•   Flexible 180 degree bracket

•   Recorded setting is recalled next time the device is activated

•   Heavy-duty mounting magnet

•   Flush mounted hook can be rotated for hanging and carrying

•   Glow-in-the-dark fluorescent reflector makes them easy to find in the dark

•   The light will flash as a low power warning prior to the battery running out

•   Charging base with magnet and mounting holes (screws included)

•   IP65 dust and water resistant

•   Drop impact resistant

EU DESIGN PATENT NO. 004704997-0011
CN DESIGN PATENT NO. ZL201730034269.6
CN UTILITY PATENT NO. ZL201720182929.X


